DESCRIPTION OF REVEISION

[vo]

CADD TEXT PARAMETERS MANUAL TEXT PARAMETERS
Reference No. I:l LV/CO= | FT= TX= WT= LS= TJ= Comments Reference No. I:l Text Size Ralg)eigoglrzaeph Style Comments
[1] 18 | 23 [175 | 4 | 875 LB 1] Moo Lares/ 2 Slant
18 235 | 15 | 2 | 75 | LB NoI0 Loras 3 Straight
18 23 | 175 | 4 | 875 cB [4] N Lares’ 0 Slant
[4] 54 1 |2 | 6 | 1 | cB
GRAPHIC PARAMETERS
Reference No. O LV/CO= | AWT=]| LC= Comments
O () | 0 |®LV/CO shall match the LV/CO of Text placed for item
USER NOTES
Reference No. O Comments
@ See Std P-00.70 for Title Block & Project Number Block Layout
NOTE: For project related sheets, see standards: @ See Std P-00.40 for Pavement Structural Section Layout & Construction
P-02.52; P-02.53; P-04.10
@ See Std P-00.6]1 for Leader Line Layout
APPROVED FOR
Abbreviations: l(':‘(l) - IEEKEIEQ D - Text Reference Callout A See Std P-00.60 Line Weight DISTRIBUTION DEPARTMSAEI‘AI‘;EOIC:)FTQQ:‘IZS%NO%T T
FT - FONT . Table for Manual Construction. ATION
T - Tg')\l(T SIZE O - Graphic Reference Callout DIVISION OF HIGHWAYS
WT - LINE WEIGHT O - User Note Reference Callout Units of measure for 'TX=' and 'LS=' STANDARD DRAWINGS
5 T YT SRSTIFICATION ore expressed In feef, (scale - 11007 using SAMPLE PAVEMENT STRUCTURAL SECTIONS "
AC - ACTIVE CELL ADOT's Stendard Working Units. FOR URBAN FREEWAY ROADWAY P-02.31




